




Small Signal Parameters vs. Frequency

Gain vs. Output Power (P1dB indicated with *) Saturated Output Power

Input Pulse = Ch3, 420m Vppk, 10.4pS Rise Time
Output Pulse = Ch4, 6.5 Vppk, 11.0pS Rise Time

Supplemental Data
Operating Temperature 0°C - 55°C
Pin Max 20dBm
DC Power Dissipation 9V; 500mA
Input/Output Connectors 2.4mm, Female

TA0L50VA Options
OPT003 Optical Application Tuning
OPT101 European Power Cord
OPT102 UK Power Cord
OPT103 Domestic Power Cord
OPT300 1 Year Warranty Extended to 3 Years
OPT301 1 Year Warranty Extended to 5 Years
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TA0L50VA OPT003 - Optical Application Tuning

OPT003 (231 - 1) EYE: >7V output (1.5V/div) OPT003 (231 - 1) EYE: <500 fs added rms jitter (5 ps/div)

OPT003 (231 - 1) EYE: <10 ps Tf/Tf (5 ps/div) OPT003 (231 - 1) EYE: Input signal from PRBS Generator

Additional specifications for -OPT003 TA0L50VA are as follows:

Parameter Description Minimum Typical Maximum

S21 (V) Output Eye Amplitude 7 7.5 —
Input Eye Amplitude — 0.5 —

S21 (ps) Jitter Additive (rms) — < 0.5 < 1
Tr/Tf (ps) Rise/Fall Time — < 8 < 10
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