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Block Diagram

14G Operation: 1. Split the clock output of the clock source.
2. One output of the splitter to the TG2P1A clock input.
3. The other output to the TR1D4A Clk1.

20G Operation: 1. Connect the TG1P2A Clk output to the directional coupler input.
2. Connect the directional coupler output to the TG1P2A Clk input.
3. Connect the -10dB coupled output of the directional coupler to the Clk1 of the TR1D4A.
4. Loop A to B.
5. Loop C to Clk2.
6. Loop E to F.
7. UXD20PEs 1 and 2’s ratios = ½ and 3 and 4’s ratio = 1.

40G Operation: 1. Connect the TG1P4A Clk output to the directional coupler input.
2. Connect the directional coupler output to the TG1P4A Clk input.
3. Connect the -10dB coupled output of the directional coupler to the Clk1 of the TR1D4A.
4. Loop A to Clk2
5. Loop E to F.
6. UXD20PEs 3 and 4’s ratios=1, 2’s ratio =1/2 and 1’s ratio is N/A.



ORDERING INFORMATION

TR1D4A 40G Clock and Data Demultiplexer (3.5-44Gb/s)
3.5 to 44Gb/s PRBS clock and data demultiplexer; includes
standard 1-year warranty.

OPTIONS

-OPT101 European Power Cord

-OPT102 UK Power Cord

-OPT103 Domestic Power Cord

-OPT300 TR1D4A 1 Year Warranty Extended to 3 Years

-OPT301 TR1D4A 1 Year Warranty Extended to 5 Years

ORDERING CONTACT
For additional information or to place an order

Tel: 866-522-6888
Fax: 707-568-7647
e-mail: sales@centellax.com

www.centellax.com
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